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Abstract
Background: Phenol is an organic pollutant found in industrial effluents that is very toxic to humans and 
the environment. This study used pomegranate peel ash as a natural absorbent to remove phenol from 
aqueous solutions.
Methods: In this study, pomegranate peel ash in different doses was used as a new adsorbent for the 
removal of phenol. The effects of contact time, pH, adsorbent dose and initial phenol concentration were 
recorded. Then, the adsorption data was described with Langmuir and Freundlich adsorption isotherms; 
Excel software was used for data analysis.
Results: The highest percentage of phenol adsorption was observed at pH = 7. The optimum amount of 
adsorbent was 0.6 g/l, and after 120 minutes, the process reached an equilibrium state. The adsorption 
of phenol decreased following an increase in the pH of the solution. It was also observed that contact 
time significantly affected the rate of phenol adsorption. The experimental data fit much better in the 
Freundlich (R2 = 0.9056) model than in the Langmuir (R2 = 0.8674) model.
Conclusion: Pomegranate peel ash has the potential to be utilized for the cost-effective removal of phenol 
from aqueous solutions.
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Introduction
The presence of phenol and its derivatives in water and 
wastewater is a major concern because of their hazards to 
human health and the environment. Phenol enters the en-
vironment naturally from the decomposition of algae and 
plants; however, the presence of phenolic compounds in 
surface waters is caused mainly by industrial wastewaters 
(1). Phenolic compounds comprise one of the most com-
mon groups of pollutants in wastewaters produced by res-
ins, plastics, explosives, steel, leather, etc. Organic contam-
inants that enter bodies of water in various concentrations 
are able to react with phenolic compounds and produce 
chlorinated phenolic compounds. Phenol is known to be 
a solvent and an antiseptic substance and is used as an ad-
ditive to increase the efficiency of disinfection processes; 
such chlorinated substances can also be produced through 
processes (1,2). The Environmental Protection Agency 

(EPA) classifies these compounds as one the most impor-
tant groups of priority pollutants because of their high 
toxicity, carcinogenic properties, bioaccumulation, and 
low biodegradation potential, and the adverse effects they 
have on human life (1-3). Health effects resulting from ex-
posure to phenol are dependent upon absorption rate and 
exposure time. These effects range from mucosal and skin 
irritation, systemic toxicity, decreased blood pressure, and 
increased heart rate to coma (4). One study showed that 
the consumption of between 8 and 15 mg of phenol can 
lead to death in humans (5). Additionally, phenolic com-
pounds in drinking water resources disinfected by chlo-
rine compounds may create chlorophenol compounds. 
These substances may make some undesirable changes 
in the odor and taste of water, making it unsuitable for 
consumption (6). Moreover, phenol is considered to be a 
major carcinogenic agent. Even low concentrations of it 

Environmental Health 
Engineering and 
Management Journal

HE

MJ

  © 2016 The Author(s). Published by Kerman University of Medical Sciences. This is an open-access article distributed under 
the terms of the Creative Commons Attribution License (http://creativecommons.org/licenses/by/4.0), which permits unrestricted use, 
distribution, and reproduction in any medium, provided the original work is properly cited.

ehemj.comhttp

Original Article
Open Access
Publish Free

http://ehemj.com


Najafpoor  et al

Environmental Health Engineering and Management Journal 2016, 3(1), 41–4642

may lead to significant health concerns. Phenol can pen-
etrate cells and cause cytoplasmic coagulation; phenolic 
contaminants can damage sensitive cells (7-9). Therefore, 
the detection, identification, and determination of phe-
nolic compounds in wastewaters are very important. The 
proportion of such pollutants in industrial wastewaters 
has to be considered before the wastewater is discharged 
into water flows. Based on the aforementioned reasons, 
the EPA has determined a maximum concentration of 1 
mg/L for phenol in industrial effluents discharged into 
surface waters (10,11). 
Various processes are used for the removal of phenolic 
compounds from aqueous solutions, including extrac-
tion, activated carbon adsorption, distillation with steam, 
electrochemical methods, irradiation, advanced oxida-
tion, chemical oxidation, adsorption, and biological treat-
ments. Most of these methods have disadvantages such as 
the high cost of treatment or the need for additional treat-
ments. None of these approaches have been successful in 
completely removing phenol compounds from aqueous 
solutions; each suffers from one or more limitations, such 
as the high cost, the need for additional treatment, the 
production of dangerous byproducts, low efficiency, and 
limited applicability to various concentrations of pollut-
ants (12).
Extensive research has been carried out to study the phe-
nol removal potential of each method. Many biological 
and non-biological processes, such as polymerization, 
electrocoagulation, extraction, photo-decomposition, 
advanced oxidation process, and adsorption, have been 
employed by various researchers for phenol removal. The 
enzyme horseradish peroxide has been used for phenol 
polymerization. In optimal conditions, a phenol polym-
erization efficiency of about 90% was observed. During 
electro-coagulation, phenol was removed by the com-
bined effects of sweep coagulation and adsorption. At a 
high current density and a solution pH of 7, the remark-
able removal rate of 92% after 2 hours was achieved. Ad-
sorption by various adsorbents is another attractive alter-
native. It is advantageous that a wide range of adsorbents 
are available. Many adsorbents are waste materials from 
agricultural and other industrial operations, such as dis-
tilleries. Phenol removal rates ranging from 88% to 95% 
have been observed using various adsorbents. Adsorption 
seems to be the most widely-studied operation for phenol 
removal (13).
The adsorption process, one of the most important meth-
ods, is widely used for the removal of organic and inor-
ganic pollutants from aqueous solutions (14). Different 
adsorbents have been used for the removal of phenol from 
aqueous solutions; among them, commercial activated 
carbon has a great ability to absorb phenol from aquatic 
environments, although carbon production and its regen-
eration process has a high cost. Therefore, the economic 
aspects of absorption processes need to be considered. In 
recent years, researchers have attempted to replace com-
mercial activated carbon with low-cost adsorbents (15).
The present study investigated the performance and ef-

ficiency of ash made from pomegranate peel for the re-
moval of phenol from aqueous solutions. 
Notably, this is the first time pomegranate peel ash as a 
natural adsorbent for phenol removal is being studied.
 
Methods
Preparation of absorbent
To produce the pomegranate peel ash, pomegranate skins 
were washed with distilled water to remove impurities and 
then dried at 105°C for 24 hours. The dried pomegranate 
peels were burned at 500°C for 2 hours to be turned into 
ash. Then the chopped dried skin was poured into a Chi-
nese plant. Ash was produced after crushing operations 
by standard sieves ranging between 60- and 200-mesh 
sizes. The prepared adsorbent was poured into a closed 
container. No other chemical or physical operation was 
performed before adsorption on the adsorbent. 

Preparation of phenol solution
All analytical grade chemicals used in the present study 
were provided by Merck. Phenol specific for laboratory 
analysis was purchased with a purity of 99.9% and a mo-
lecular mass of 94.11 g/mol. To prepare the stock solution 
(1000 mg/L), the required amount of phenol was dis-
solved in distilled water. Solution concentrations for the 
experiments were obtained by diluting the stock solution. 
Because of the volatile nature of phenol, all precautions 
were taken to prevent its evaporation from the samples 
during preparation and subsequent experiments. Normal 
HCL and NaOH 0.1 were applied for pH adjustment. 

Adsorption experiments and analysis of samples
Phenol was measured with a spectrophotometer (Model 
T80 UV/VIS) at a wavelength of 500 nm. At first, the 
calibration curve was constructed by assaying standard 
solutions of phenol in concentrations of 5 to 100 mg/L; 
then the phenol concentrations of samples were calculated 
based on the obtained curve (16,17). 
The effects of various parameters, including initial pH, 
adsorbent dose, contact time, and initial phenol concen-
tration, on phenol removal were investigated. All tests 
were accomplished at room temperature (23 ± 2°C). Ex-
periments were performed in a closed flask of 250 mL 
capacity and on a magnetic shaker. In the experiments, a 
specific proportion of adsorbent was added to flasks con-
taining 100 mL sample and stirred at 120 rpm. After the 
contact time elapsed, all samples were filtered through 
Whatman filter paper (No. 42), phenol concentrations in 
the filtrated solutions were measured, and the amount of 
phenol adsorbed (mg/g) was calculated using the follow-
ing equation. Final results are reported as the average of 
the two measurements. The range of variables is presented 
in Table 1.

0 e
e

(C -C )Vq =
M

where, C0 = is the initial concentration of phenol, Ce = is 
the phenol concentration after the test was performed and 
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a state of balance was achieved, V = is the volume of the 
solution (L), and M = is the amount of adsorbent used (g).

Adsorption isotherm
The equilibrium isotherms are very important in design-
ing adsorption systems. To estimate the adsorption char-
acteristics of an adsorbent, the isotherm adsorption of 
that adsorbent with a specific adsorbate is accomplished. 
The concentration variation method was used to calculate 
the adsorption characteristics of the adsorbent and the 
process. It is mainly carried out by selecting an appropri-
ate concentration range of the adsorbate with a fixed mass 
of adsorbent. The ratio of the adsorbent mass and the vol-
ume of the dye solution were applied. For this purpose, 
two adsorption models (Langmuir and Freundlich) were 
used.

Langmuir Isotherm
The Langmuir equation is based on the assumption that 
the maximum adsorption occurred because of a saturated 
monolayer of adsorbate molecules on the adsorbent sur-
face (18). The non-linear equation of the Langmuir iso-
therm is as follows: 

Original equation: 
1

m e
e

e

q bCq
bC

=
+ 

Linearized equation: 1 1 1

e m e mq bq C q
= +

Freundlich Isotherm
The Freundlich isotherm is based on multilayer adsorp-
tion on the heterogeneous surface of the adsorbent con-
taining an unequal amount of energies. It is not limited 
to a monolayer adsorption, but is also applied for multi-
layer adsorption. The non-linear equation of the Freun-
dlich isotherm is shown below (18), and the linearized and 
original equations of these models are as follows:

Original equation: 
1
n

e f eq k C=

Linearized equation: 11 1 1 enq nk nC
n

= +

where qe is the ratio of adsorbed adsorbate per specific ad-
sorbent (mg/g), Ce is the residual adsorbate concentration 
(mg/L), n is the constant of the Freundlich equilibrium 
related to bond energies between the adsorbate and the 
adsorbent, kf is the constant of the Freundlich equilibrium 
indicative of bond strength (mg/g), qm is the proportion of 
the required adsorbate to form a monolayer (mg/g), and b 
is the constant of the Langmuir equilibrium indicative of 
the energy of adsorption (l/mg).

Analysis and statistical methods
Statistical analysis was done using SPSS software version 

Table 1. Range of parameters examined in this study

Contact time (min) Temperature (°C) The concentration of phenol (mg/L-1) Dose of adsorbent (g/L-1) pH

15, 30, 60, 90, 120, 150, 180, 210 23±2° 10, 20, 30, 40, 50, 80, 100 0.1, 0.2, 0.3, 0.4, 0.5, 0.6,0.7 2-12

19 for windows. In addition, the coefficients of these two 
models along with the correlation coefficients (R2) were 
calculated in Excel software. The results for these equa-
tions were fitted and their goodness of fit was evaluated.

Results
Effect of pH on adsorption efficiency
To determine the effects of initial pH on phenol adsorp-
tion by pomegranate peel ash and the optimal pH, phenol 
adsorption was surveyed as a function of hydrogen ion 
concentration. In each series of test samples, the initial pH 
was determined to be in the range of 2-12, absorbent at 
0. 4 g per 100 mL was used, and the initial phenol con-
centration in all samples was 50 mg/L. Figure 1 shows the 
effect of initial pH on the performance by of pomegranate 
skin ash on phenol adsorption. As clearly indicated in the 
graph, the highest removal of phenol occurred in pH = 7.

Effect of adsorbent dose 
As can be seen in Figure 2, there is a direct relationship 
between adsorbent dose and phenol removal efficiency. 
Phenol removal percentages increased from 69.8% to 
97.06% at adsorbent doses of 0.1 and 0.7 g/L, respectively. 
However, the proportion of adsorption capacity was con-
sidered as the phenol adsorbed per gram of adsorbent re-
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Figure 1. Effect of initial pH on phenol adsorption by pomegranate 
peel ash

Figure 2. Effect of adsorbent dose on phenol adsorption by 
pomegranate peel ash.
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Discussion 
The effect of pH on adsorption efficiency plays an impor-
tant role in the process of adsorption and also has a key 
role in absorption capacity (19). In general, removal ef-
ficiency decreases have been reported in low and high pH 
values (20). 
The direct relationship between pH and phenol removal 
efficiency may be caused by the presence of H+ ions. Since 
phenol ions can be neutralized by the hydrogen ions, their 
adsorption is reduced on polar adsorbents. Moreover, the 
process efficiency is reduced when pH is increased above 
7. This reduction in efficiency at higher pH values may 
be because of the fact that at a higher pH, phenol is in 
the form of salt and loses its negative charges. Thus, the 
adsorption of phenol will face serious difficulties. In addi-
tion, OH ions inhibit the absorption of phenol by the ad-
sorbent (17). Rengaraj et al studied the removal of phenol 
by palm kernels, and their results agree with the results of 
the present study (20). 

duced. Based on the results, the adsorbent dose of 0.6 g/L 
was chosen as the optimal dose of adsorbent and was used 
in other parts of the study.

Effect of contact time
The effect of contact time on the adsorption process at the 
initial phenol concentration of 50 mg/L and 0.6 g/L of the 
adsorbent dose was conducted for times of 15 to 210 min-
utes. As Figure 3 shows, adsorption capacity and the per-
centage of phenol removal by adsorbent have a significant 
direct relationship with contact time in the early stages of 
adsorption. The highest elimination efficiency (95% to 
96%) and adsorption capacity (79 to 97 mg/g) were ob-
tained after 120 minutes. Therefore, an exposure time of 
120 minutes was selected as the optimal equilibrium time.

Effect of initial phenol concentration:
As shown in Figure 4, the results show that when the ini-
tial phenol concentration increases from 10 to 100 mg/L, 
adsorption capacity of 16 mg/g increases from 10 to 148 
mg/g, while the removal of phenol at the same time shows 
a reverse trend. 
Table 2 shows the parameters of the isotherm and kinetic 
equations in phenol adsorption by pomegranate peel ash.
As shown in Table 2, the phenol adsorbed into the pome-
granate peel ash can be described by both Freundlich and 
Langmuir isotherms (Figures 5 and 6).
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Figure 3. Effect of contact time on phenol adsorption by 
pomegranate peel ash.

Figure 5. Langmuir isotherm for phenol adsorption by 
pomegranate peel ash (R2 = 0.8674).

Figure 6. Freundlich isotherm for phenol adsorption by 
pomegranate peel ash (R2 = 0.9056).

Figure 4. Effect of initial phenol concentration on phenol 
adsorption by pomegranate peel ash.
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Table 2. Parameters regarding the adsorption isotherm models 
for phenol adsorption on pomegranate peel ash temperature of 
23 ± 2°C

Langmuir isotherm Freundlich isotherm
qm(mg g-1) Ki(L kg-1) R2 Kf n R2

344.86 0.143 0.8674 48.41 1.516 0.9056
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Effects of adsorbent dose
One of the most important parameters of the adsorption 
process is adsorbent dose. As shown in Figure 2, the per-
centages of phenol removal with increases in the amount 
of adsorbent experienced an upward trend. This can in-
dicate that there are still active sites on the surface of the 
adsorbent that are unsaturated. Data from this study in-
dicated clearly that the greater the rate of adsorbent was, 
the more efficient phenol removal would be. This could be 
because an increase in the proportion of adsorbent pro-
vides more active surface area for adsorption. Thus, when 
more absorbent is added, the remaining amount of pollut-
ants will stay constant. The results showed that the phenol 
elimination efficiency encountered no changes at adsor-
bent doses higher than 0.6 g/L (21). Although phenol re-
moval efficiency increased with increasing doses of adsor-
bent, the amount of phenol adsorbed per gram adsorbent 
decreased. Because of absorption by active sites, the con-
centration of the phenol solution reduced the saturated 
absorbent surface. Conversely, increasing the amount of 
adsorbent caused aggregation and adhesion to them (2).

Effects of contact time
Contact time is one of the most important parameters 
in determining the adsorption process equilibrium time. 
The results showed that at first, the removal of adsorbing 
phenolic compounds was high. However, the removal ef-
ficiency was gradually reduced because of the equilibrium 
time. This phenomenon can be attributed to the abun-
dance of available spaces in the adsorbent at first. Over 
time, because of the repulsive force between the molecules 
of the absorber and the liquid phase, the remaining empty 
spaces of the adsorbent surface are hardly occupied. Simi-
lar findings have been reported by Calvete et al (22), Cen-
giz and Cavas (23), and SenthilKumar et al (24). 

Effects of initial phenol concentration
The direct relationship between initial phenol concentra-
tion and phenol removal efficiency is interpreted as fol-
lows: the mass transfer driving force is increased with the 
rise of phenol concentration, and thus soluble phenolic 
molecules flow to the planchette liquid absorbent layer. 
Finally, the adsorbent surface increases (25,26). The re-
duction in phenol removal efficiency that occurs over this 
process may be owing to the decrease in active sites of the 
adsorbent surface. Similar results for phenol adsorption 
from aqueous solutions by clay and other absorbents have 
been recorded (27-30).

Conclusion
Adsorption is known as a vigorous and well-established 
procedure for treating industrial effluents. This study 
investigated the potential of pomegranate peel ash as an 
adsorbent in removing phenol from aqueous solutions. 
The effects of the four variables of initial pH, contact time, 
adsorbent dose, and phenol concentration as well as the 
adsorption isotherm were studied. The results indicated 
that the highest rate of phenol adsorption was observed 

at pH = 7, the optimum amount of adsorbent was 0.6 g/L, 
and the process reached the state of equilibrium after 120 
minutes. Based on the results of the current study, pome-
granate peel ash has a good potential for the removal of 
phenol from aqueous solutions.
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